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E KAFLOC 7692 
Cationic Powder Flocculant 
 

DESCRIPTION: 
High molecular weight polyacrylamide-based flocculant, 

which exhibits varying degrees of cationic charge. 

Supplied as free flowing powder. 

 

PRINCIPAL USE: 
Flocculant for conditioning a variety of municipal and 

industrial substrates prior to mechanical or static 

solid/liquid separation.  

This product is not suitable for use in potable water 

applications. If in any doubt regarding suitability for a 

given application, please contact your local sales 

representative. 

 

BENEFITS: 
Highly effective across a wide range of applications (e. g. 

mechanical dewatering and thickening, flotation and 

clarification). Operation over a wide pH range (2 – 11). 

 

STORAGE: 
The shelf life of the product is min. 48 months from date 

of manufacturing if it is stored in its sealed original 

packaging within a temperature range of 5 – 25 °C in a 

dry place.  

 

It is recommended that stock solutions at 0.25 – 0.5% are 

prepared regularly and for maximum effect such solutions 

should be used within 5 days.  

 

Beyond this period some loss in efficiency of the product 

may occur. 

 

 

 

 

 

SHIPPING & HANDLING: 
Effects of low temperature on dissolution – at low water 

temperatures, < 5 °C, the dissolution of this product will be 

adversely affected to the extent that longer dissolution 

times will be required.  
 

As with all cationic polyelectrolytes the product exhibits 

toxicity towards fish. It is important that precautions are 

taken where the product may come into direct contact with 

freshwater courses, streams and rivers.  

 

Corrosion towards most standard materials of construction 

is very low. Stainless steel, fibreglass, polyethylene, 

polypropylene and rubberised surfaces are recommended. 

In some cases, aluminium surfaces can be adversely 

affected.  

 

Very slippery when wet. Please refer to the SDS for 

methods of removing the polymer. 

 

SAFE HANDLING & STORAGE CONDITIONS: 
Before handling, the Safety Data Sheet (SDS) should be 

read and understood by all personnel in contact with this 

product.  
 

DISPOSAL: 
Any disposal of this product should be in compliance with 

all federal, state, and local regulations. Please refer to the 

Safety Data Sheet (SDS) for instructions regarding proper 

disposal of this product. 
 

PRECAUTIONS: 
KEEP OUT OF THE REACH OF CHILDREN. 

Please refer to the label and Safety Data Sheet (SDS) for all 

warnings, recommendations for safety equipment, and 

other regulatory information. Copies of the SDS can be 

ordered by calling +61 3 9768 3860.

 

 


