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ELITE GALVICLEAN CBM 
Liquid Concentrated Caustic Cleaner Additive 

  DESCRIPTION 
Elite GalviClean CBM is a highly active additive formulated 

to remove fabricating oils, heavy drawing compounds, 

and other stubborn lubricants. When added to a caustic 

bath, it delivers outstanding performance for both metal 

cleaning and paint stripping applications. 

 

Its carefully selected blend of surfactants and solvents 

provides maximum cleaning efficiency while minimising 

drag-over contamination into downstream acid baths.  

 

Elite GalviClean CBM is also designed to operate 

effectively at lower temperatures than conventional 

caustic booster additives, helping reduce energy 

consumption and deliver additional operating cost 

savings. 

  

KEY PROPERTIES 

• Removes fabrication oils, drawing compounds, and 

lubricants 

• Enhances cleaning and paint stripping performance 

• High-activity surfactant and solvent blend 

• Minimises drag-over into acid baths 

• Effective in caustic cleaning systems 

• Operates efficiently at lower temperatures 

• Reduces energy consumption and operating costs 

• Improves overall cleaning efficiency 

• Suitable for demanding metal finishing applications 

• Helps maintain cleaner downstream process baths 
 

OPERATING CONDITIONS 

 RANGE OPTIMUM 
Concentration 1.0-2.0% 1.5% 
Temperature 60-90° 75° 
Time 5 ~ 15mins 10mins 

Caustic Soda 110-130 g/l 120 g/l 

 

OPERATING INSTRUCTIONS 
1. Add water and caustic to the tank.  

2. Slowly add the required amount of Elite GalviClean 

CBM.  
3. After all of the Elite GalviClean CBM has been 

added fill with water to final volume to operating 

temperature.  
4. Expected addition rates : 20 litres of Elite 

GalviClean CBM per 100 tonnes of work processed. 

 

ANALYSIS 
Elite GalviClean CBM can be controlled by Gas 

Chromatographic analysis and Surface Tension control 

for true actives measurement.  Contact DuBois for 

analytical service. 

 

EQUIPMENT 
Tank Construction: Mild steel or stainless steel 

Heating Coils: Cold rolled steel, stainless steel or titanium 

Ventilation: Recommended 

 

SAFE HANDLING & STORAGE CONDITIONS 
Before handling, the Safety Data Sheet (SDS) should be 

read and understood by all personnel in contact with this 

product.  

 

DISPOSAL 
Any disposal of this product should follow all federal, 

state, and local regulations. Please refer to the Safety 

Data Sheet (SDS) for instructions regarding proper 

disposal of this product.  

pH adjustment may be necessary to remove heavy metals 

prior to final discharge.  Consult your DuBois account 

manager for specific disposal procedure. 

 

PRECAUTIONS 
KEEP OUT OF THE REACH OF CHILDREN. 

Please refer to the label and Safety Data Sheet (SDS) for 

all warnings, recommendations for safety equipment, and 

other regulatory information. Copies of the SDS can be 

ordered by calling +61 3 9768 3860

 

 


