Inhibiting Additive for Acid Pickle

DESCRIPTION

Elite HCL Acid Inhibitor is used as an additive for
hydrochloric acid. A combination of inhibitors and special
detergents minimize hydrogen embitterment, reduces
attack on basic metal and gives cleaning effect. ELITE
HCI Acid Inhibitor can easily be rinsed off.

A further key advantage in using Elite HCL Acid Inhibitor is
the prevention of the re-appearance of acidic smut
created when acids attack most ferrous and cast-iron
metal components. After pickling (removal or rusts,
oxidation and other associated inorganic surface
contaminants) metal is left clean, smut free and ready for
plating, phosphating or galvanizing etc.

Elite HCL Acid Inhibitor also comprises wetters and
surfactants which add to the acid treatments’ part
wettability and clean treatment. Any stray oils etc. that
had not been removed in the alkaline pre-cleaning stages
are removed by the surfactant chemistry.

KEY PROPERTIES

¢ Reduces hydrogen embrittlement

e Protects base metals from acid attack

e Prevents acidic smut formation

e Enhances cleaning and pickling performance
e Improves surface wettability

e Removes residual oils and contaminants

e |eaves surfaces clean and smut-free

e Easily rinsed from treated surfaces

e Prepares metal for plating, phosphating and
galvanizing
e |deal for hydrochloric acid pickling applications

OPERATING CONDITIONS
Make up: Elite HCL Acid Inhibitor - 0.1 ~ 0.4 Vol.%

For high acid concentration: Hydrochloric Acid (32%) — 30 ~ 50
Vol.%, 0.4 Vol.% is required for initial make-up.

To maintain optimum results, Elite HCL Acid Inhibitor should be
added during replenishment of acids.

SAFE HANDLING & STORAGE CONDITIONS

Before handling, the Safety Data Sheet (SDS) should be
read and understood by all personnel in contact with this
product.

DISPOSAL

Any disposal of this product should follow all federal,
state, and local regulations. Please refer to the Safety
Data Sheet (SDS) for instructions regarding proper
disposal of this product.

PRECAUTIONS

KEEP OUT OF THE REACH OF CHILDREN.

Please refer to the label and Safety Data Sheet (SDS) for
all warnings, recommendations for safety equipment, and
other regulatory information. Copies of the SDS can be
ordered by calling +61 3 9768 3860

This information is presented in good faith, but no warranty, expressed or implied is given. The final determination of the suitability of the products for the application
contemplated by the user is the sole responsibility of the buyer. This is an uncontrolled copy and changes can be made to this document without notice.
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