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MI-TIQUE™ 1793 
Room Temperature Blackening & Antiquing Solution for Sterling Silver, Nickel & Silver 
Plated Surfaces & the Copper Alloys 
 

Though primarily used to blacken silver and nickel, this versatile solution can also be used to antique or "oxidize" brass, bronze, 

copper and Muntz metals when the deep black finishes obtained with Mi-Tique 1791, or the reddish browns obtained with Mi-

Tique 1792 are not required. In addition, the Mi-Tique 1793 finishes do not exhibit the underlying red tones on the copper alloys 

when "highlighted" that are exhibited by "highlighted" Mi-Tique 1791 finishes. 

NOTE: chemicals not supplied by DuBois Chemicals Australia Pty Ltd may be referred to in this data sheet. It is essential that the 
user is completely familiar with the handling and safety directions issued by the suppliers of those chemicals. 

INSTRUCTIONS: 
The Mi-Tique 1793 liquid concentrate is diluted with water and used as an immersion "oxidizing" solution. The colour developed 
and the reaction rate with the various metal surfaces is controlled by varying the concentration and the length of immersion. 
Prior to charging a production tank, some experimentation should be done with properly prepared sample parts to determine 
the conditions required to produce the desired finish. 

 
EQUIPMENT: 
Acid resistant tanks, tumbling barrels, baskets and racks must be used with the Mi-Tique and Enprep® solutions. Plastic, plastic 
lined, rubber lined, glass or stoneware are suitable. Mild steel may also be used for the cleaning, rinsing and sealant tanks. 

 
BLACKENING SILVER SURFACES: 
(1) Clean, if necessary, with Enprep® 160 SE, engraved surfaces do not have to be clean if they are blackened immediately after 

engraving. 

(2) Rinse thoroughly with cold water to remove residual cleaning or chemical etching solutions. 

(3) Dilute one (1) part Mi-Tique concentrate with 1 to 3 parts water and determine by test the shortest immersion time required 

to produce the desired depth of black. The immersion time is controlled by varying the amount of water. 

(4) Rinse with hot or cold water and force dry. 

(5) A variety of attractive antiqued or "highlighted" finishes are produced by buffing, scratch brushing, barrel or vibratory 

burnishing. 

(6) Apply a topcoat of a wax or clear acrylic lacquer to enhance the depth of black. 

BLACKENING NICKEL PLATING: 
(1) Freshly plated nickel surfaces should be kept wet with rinse water to avoid the surface becoming too passive to react with 

the Mi-Tique solution. The reactivity will depend upon the level and type of brighteners used in the nickel plating and it may be 

necessary to activate the surface with an acidic or reverse current nickel activator. 

(2) Rinse thoroughly with cold water to remove residual activator solution. 

(3) Dilute one part Mi-Tique concentrate with 3-9 parts water and determine by test the shortest immersion time required to 

produce the desired depth of black. Varying the amount of water will shorten or lengthen the immersion time. Interference 

 



 

This information is presented in good faith, but no warranty, expressed or implied is given. The final determination of the suitability of the products for the application  
contemplated by the user is the sole responsibility of the buyer. This is an uncontrolled copy and changes can be made to this document without notice. 

  
 DuBois Chemicals Australia P/L | 305 Frankston Dandenong Rd, Dandenong South VIC 3175  

duboischemicals.com.au 
2005 Enthone Inc    Issued 10/02/2006 

 

colours of varying intensity and colour from gold to purple will be developed on the surface prior to the desired black. Immersing 

parts longer than necessary will cause the black finish to fade out. 

(4) Rinse with hot or cold water and force dry. 

(5) Apply a topcoat of a wax or clear acrylic lacquer to enhance the depth of black. 

FINISHING BRASS, BRONZE, COPPER and MUNTZ METALS SURFACE PREPARATION: 

PLATED SURFACES 

(1) Rinse thoroughly in cold water. 

(2) Rinse for 15-30 seconds in dilute solution of hydrochloric acid to neutralize residual alkaline plating solution which could 

contaminate the Mi-Tique solution. 

(3) Rinse thoroughly in cold water. 

WROUGHT ALLOYS and SHEET STOCK 

(1) Thoroughly clean and deoxidize with Enprep® 160 SE followed with dilute hydrochloric acid or burnish, belt sand, glass bead 

or sandblast the surface. 

(2) Rinse thoroughly with cold water to remove residual cleaning solutions or blasting dust. 

"OXIDIZING", RELIEVING and SEALING 

(1) Immerse pieces, while still wet from preceding rinse, in the Mi-Tique solution for the length of time necessary to produce the 

desired colour. The darker brown shades are obtained with dilutions of 3-6 parts water and 2–3-minute immersions. Dilutions of 

8 or more parts water and 1–2-minute immersions produce light brown shades. Rotating perforated barrels are recommended 

for processing small parts. If dip baskets are used, the parts should be agitated when first introduced into the solution to break 

air bubbles and to assure solution contact with all surfaces. 

(2) Rinse thoroughly with water. If a hot water rinse is used to accelerate drying, it should be preceded with a short dip in cold 

water to minimize staining. 

(3) Force dry in heated spin drier, oven or cob meal. Large architectural panels should be wiped dry or blown dry with 

compressed air. Small parts do not have to be dried if they are to be barrel or vibratory burnished immediately after rinsing. 

(4) A variety of attractive antiqued or "highlighted" finishes are produced by buffing, scratch brushing, barrel or vibratory 

burnishing. 

(5) A protective topcoat should be applied to enhance the colour and give added corrosion and abrasion resistance. For a hard, 

dry finish, apply a clear acrylic lacquer. 

SOLUTION REPLENISHMENT and MAINTENANCE: 
The solution is gradually depleted through use but may be replenished indefinitely with periodic additions of MiTique 

concentrate. The strength of the solution and the amount of concentrate to be added can be determined by titrating with 

sodium thiosulfate as outlined in "Chemical Control Procedure CC-1" or the strength can be maintained by recording the time of 

immersion. When the time required to produce the desired colour increases, add sufficient concentrate to reduce the time to 

your established standard. The frequency of additions will depend upon the volume of work processed. For optimum results, the 

solution should be maintained at 85 % of its original strength or greater, and frequent small additions are recommended. 

With automatic lines, a bath history should be established immediately after charging the tank by keeping a record of the 

number of loads processed versus the titrated strength to determine the point at which the bath is depleted approximately 10-

15 % and replenishment is necessary. Timed metering pumps, triggered by the load, are recommended for maintaining a 

consistent strength. The life of the solution and the coverage will be increased by continuous circulation and filtration. An 

alternative is to allow the solid by-products of the reaction to settle to the bottom of the tank and transfer the solution to a clean, 

plastic lined drum to be retained for recharging after the tank is cleaned. 
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CAUTION: 
The Mi-Tique solution is mildly acidic. Avoid contact with eyes, skin and clothing. Wear eye shields, protective gloves and 
aprons. The solution is toxic if taken internally. 
 

SAFETY AND HANDLING INSTRUCTIONS 
DANGER! CONTAINS ACIDIC MATERIAL, SELENIUM COMPOUNDS CORROSIVE; TOXIC: 
May cause irritation, burns of skin, severe irritation or burns of eyes. Inhalation of vapours or mist may cause irritation of 
respiratory tract. Ingestion may cause irritation or burns of mouth, throat, oesophagus and stomach. Do not get in eyes, on skin or 
on clothing. Do not inhale or take internally. 

 
FIRST AID: 
In case of contact, immediately flush skin or eyes with plenty of water for at least 15 minutes; hold eye-lids apart to ensure flushing 
of entire surface, seek immediate medical attention. If ingested, drink large amounts of water and INDUCE VOMITING, seek 
immediate medical attention. In case of inhalation, remove person from area. If breathing has stopped, resuscitate and administer 
oxygen if necessary, seek immediate medical attention. Remove and discard contaminated clothing and shoes. 
 

HANDLING INFORMATION: 
Always wear goggles, face-shield, rubber gloves, apron and boots, respirator and protective clothing when handling. Use with 
adequate ventilation. Avoid contact with alkalis or any other foreign material. Avoid contamination from any source. Exhaust 
ventilation is recommended to remove mist or vapours that may be generated during make-up and operation. Wash thoroughly 
after handling. 
 

CONTAINER INFORMATION: 
Store in a cool, dry, well-ventilated area. Keep out of sun and away from heat and alkalis. Loosen closure cautiously, when opening. 
Do not reuse container, wash before disposal. Improper disposal or reuse of container may be dangerous and illegal. 
 

WASTE TREATMENT: 
A waste treatment procedure is available upon request. 
 
REFER TO SDS FOR FURTHER SAFETY AND HANDLING INFORMATION 
 
DISPOSAL: 
Any disposal of this product should be in compliance with all federal, state and local regulations. Please refer to the Safety Data 
Sheet (SDS) for instructions regarding proper disposal of this product. 

 


