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DRYTRAC 
High Performance, Silicon-Based Conveyor Lubricant 
 

DESCRIPTION: 
DRYTRAC is a high performance, silicone-based conveyor 

lubricant/coating, designed to lubricate plastic and 

stainless tabletop conveyors chains, steel and stainless-

steel bull chains, and hook and trolley conveyors and air 

conveyors. 

 

KEY PROPERTIES: 
• Used undiluted as a dry lube, needs no water  

• Keeps floors dry  

• Contains no oil-based carriers  

• No effluent issues, eliminates water down the drain  

• Dries on lines to keep them tack free and limit carryover  

• 100% biodegradable  

 

TECHNICAL DATA: 

TEST RESULT 
Form Liquid 
Colour White opaque liquid 

Odour Bland 

Wetting ability Excellent 

pH of 10% solution (In DI) 6.3 – 8.3 

Phosphorus None 

Specific gravity 0.985 – 1.005 

 

TYPICAL CONCENTRATION & USE INSTRUCTIONS:  
Tabletop Chains: (Glass Plastic and Cans):  

Apply undiluted DRYTRAC with brush or cloth only. Do not 

apply through a spray nozzle.  

• Plastic: One application every 2.5 to 12 hours, 

depending on package, line load and speeds.  

• Stainless: One application every 1.5 - 3 hours, 

depending on package, line load and speeds.  

• Bull Chains: One application every 1 - 3 hours 

depending on size line configuration and loads.  

• Hook and Trolley: One application every 2 - 3 days.  

 

Product must be applied using a brush mechanism, 

wherein the brush bristles of each brush remain 

substantially in contact with the conveyor surface 

whenever DRYTRAC is being applied during conveyor 

operation. 

 

SAFE HANDLING & STORAGE CONDITIONS: 
Before handling, the Safety Data Sheet (SDS) should be 

read and understood by all personnel in contact with this 

product. General indoor storage at room temperature is 

recommended. 

 

DISPOSAL: 
Any disposal of this product should follow all federal, 

state, and local regulations. Please refer to the Safety 

Data Sheet (SDS) for instructions regarding proper 

disposal of this product. 

 

PRECAUTIONS: 
KEEP OUT OF THE REACH OF CHILDREN. 

Please refer to the label and Safety Data Sheet (SDS) for 

all warnings, recommendations for safety equipment, and 

other regulatory information. Copies of the SDS can be 

ordered by calling +61 3 9768 3860. 

 

 

 

 


